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“An IS0 9001:2008 Certified Company"

DANA STEELS Pvt. Ltd.

[A Division of DANA Group]
Manufacturers and Exporters of Scaffolding and
Formworks Systems



ABOUT US

DANA STEELS Pvt. Ltd. [A Division of DANA Group] and a sister concern of Dubai (UAE) based DANA STEEL PROCESSING INDUSTRIES LLC,, is
an ISO 9001:2008 Company which was incorporated with the primary objective to provide value added and cost effective formwork &
scaffolding solutions to our clients in the construction industry in India and abroad.

The promoters of the company have over 25 years of accumulated experience in the formwork & scaffolding industry with in-depent
exposure to Indian and international market.

Manufacturing facilities of the company are conveniently located in the NCR built over a sprawling 35,000 square meters area, with upto 15,000
square meters covered area. The factory is well equipped with all the required facilities to develop and produce
vast range of formwork and scaffolding systems. In house inspection, tool room and quality control testing capabilities ensure
quick development of new products and assured quality.

Various options for surface coating are available, namely, dip painting (with or without phosphating), spray painting, powder
coating, electrogalvanising, hot dip galavanising, etc.

Dana Steels Pvt. Ltd. has expertise to assist construction companies in designing most cost-effective and safe system
formwork and scaffolding solutions resulting in considerable increase in productivity.

A range of systems and accessories have been developed for exclusive supply to some of the international organisations.
Dana Steels Pvt. Ltd., in association with international companies, also offers specialised formwork and decking solutions
to domestic and International clients.

Speed

Safety
Economy
Simplicity
System Design
Standardisation

Sale

Rental

Buy Back

Purchase

Advisory Service
Asset Management

» o

N

|

I/‘I
X |

4

;
-
-
-
4

\§/5 ‘!"'( "

o 2




>

Standard/Vertical Beam Bracket
Made from 48.3 mm O.D. Tubes, node Eliminates full
points set at 500 mm interval centre to height propping to
centre. Available in 3.0, 2.5, 2.3, 2.0, beam formwork,
1.8, 1.5, and 1.0 m. etc. by locating on to
Sizes. Open ended/ spigoted versions slab support
are available. standards.
Ledger / Horizontal 25

Ledgers are available in a range of standard sizes
of 3.0, 2.5, 1.8, 1.6, 1.3, 1.0, 0.9, and 0.6 m, etc.
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Cantilever Frame lif .| -p *‘>
) Fixes directly to the e o e
Spigot connector vertical at the node BTN -
Made out of square/round tube. points. The frame "\ N

It is bolted to the lower standard

accepts, universal
jacks for carrying all

type of support, T
forkhead, drophead
etc. Available in
1.0mand 1.5m
sizes.
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Other Accessories
Ledger Blade

Pin Base

Socket Base
Castor Wheel
Diagonal Brace
Hopup Bracket
Rocking Forkhead

Too Cur Rocking Base Plate
A HCI/FORGED A Bottom Cup Intermediate Transom, etc.
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